REQUIREMENTS:

1. MANHOLE SHALL MEET ALL
REQUIREMENTS OF ASTM C478.

2. CONCRETE SHALL BE 4000 PSI

CHANNELS OF TRIBUTARIES
TO BE FORMED OUT OF
BRICK AND IN A
CONTINUOUS CURVE,
SURFACED WITH CEMENT
MORTAR.

COMPRESSIVE STRENGTH MINIMUM.

3. REINFORCING FABRIC SHALL MEET
ASTM A185.

4. BASES SHALL BE EXTENDED
MONOLITHIC TYPE.

5. MAX. HEIGHT FOR 48" M.H. SHALL
NOT EXCEED 12’. WHEN THE MANHOLE
IS OVER 12 DEEP, THE BOTTOM 6’

(MINIMUM) SHALL BE 60" IN DIAMETER.

30" CASTING
(SEE DETAIL CS 06 FOR
STD 30" CASTING AND

ALLOW FOR COVER)
ADJUSTMENT RING \ RAIN STOP INSERT
(1 MIN.)
\ MANHOLE STEPS PER CS
07 CAST IN PLACE.
VARIES wzb*
7. JOINTS, LIFT HOLES & CHIPS TO BE 8" MAX. 7

|
POINTED WITH NONSHRINK GROUT AND - > Nl
16”O.CI
I

6. ALL MANHOLE WALLS SHALL RECEIVE
INSIDE APPLICATION OF SIKAGARD
HI-BILT OR APPROVED EQUAL APPLIED
IN ACCORDANCE WITH MANUFACTURERS |
SPEC.

APPROVED EQUAL ON INSIDE WALL, AND
PAINTED WITH BITUMINOUS COATING ON
OUTSIDE WALL.

2’'-8" OR

REINFORCING TO MEET
AS.T.M. A-185. .12IN.

2/FT.
— TAPERED LIFT HOLE

VERTICAL CHANNEL WALLS
WITH TROWELED FINISH

’J{ —__ SIKA-GARD ‘L‘

8. BUTYL JOINT SEALANT SHALL MEET HI-BILT

ALL REQUIREMENTS OF ASTM C443 OR
APPROVED EQUAL.

1" 70

9. MANHOLE STEPS SHALL BE AS PER
CITY STANDARD CS 07.

b
T

1" SLOPE /
< F=~

8"
~—— EXTENDED MONOLITHIC
BASE

MIN. 6" No. 57 STONE

10. STANDARD INVERT ELEVATION OF NO
GREATER THAN 1.99" DIFFERENCE SHOULD
BE DESIGN CRITERIA. IF EQUAL TO OR
GREATER THAN 2" AN OUTSIDE DROP
CONNECTION IS REQUIRED.

48" PRECAST M.H. VARIES IN HEIGHT

MAX. DEPTH FOR 4’ DIA. M.H. IS 12°-0"

FLEXIBLE MANHOLE TO PIPE
y  SEAL ASTM C923

1'-4” 10 36"

B

N
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5 MIL (MINIMUM) VAPOR
BARRIER BELOW STONE
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